
We make and recycle zinc alloys

Data sheet

KS

A. USE

This alloy is ideal for production of component by spin casting process.

B. CHARACTERISTICS

Chemical composition Guaranteed analysis (%)

KS

(ZnAl4Cu3Mg0.5)

Al 3,8 – 4,2

Cu 2,5 – 3,5

Mg 0,4 – 0,6

Pb < 0,003

Fe < 0,02

Cd < 0,003

Sn < 0,001

Physical data

KS

(ZnAl4Cu3Mg0.5)

Density 6.8

Solidification range (°C) 379-390

Shrinking in ‰ 4 - 5

Linear thermal expansion (per °C) 27.8 x 10-6

Electrical conductivity (%IACS) 25
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C. PACKING

OPTION 1: Chocolat 3PB (WOODEN palLet 3 FEET)

Mark No mark

Shapes ingots of about 9 kg

Packing strapped bundles of about 1 T

Ingot details

Bundle details

Recycleur et producteur d’alliages de zinc
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OPTION 2: Chocolat 2PB (WOODEN palLet 2 FEET)

Mark No mark

Shapes ingots of about 9 kg

Packing strapped bundles of about 650 kg

Ingot details

Bundle details

Recycleur et producteur d’alliages de zinc
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OPTION 3: SUCETTES 3PB (WOODEN palLet 3 FEET)

Mark No mark

Shapes ingots of about 7 kg

Packing strapped bundles of about 1 T

Ingot details

Bundle details

We make and recycle zinc alloys
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OPTION 4: MiXED PALLET (NO WOODEN palLet, SUCETTE INGOT FEET)

Mark No mark

Shapes ingots of about 9 kg

Packing strapped bundles of about 680 kg

Ingots details

Feet ingot

Piles ingot

Bundle details

Recycleur et producteur d’alliages de zinc

genlismetal.frData sheet KS




